
T H E  P O W E R  T O  L I V E  F O R E V E R .
{  L I TH IUM- ION BATTERY TECHNOLOGY }

18 VOLT LITHIUM-ION
IMPACT DRIVER & IMPACT WRENCH

WH18DL & WR18DL
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Up to 1,950 in-lbs. of torque to
power through the toughest jobs

HIGH TORQUE
Overall battery life is extended 3 times 

longer than NiCd & NiMH batteries

LONGER LIFE
Lasts longer between charges than 
leading NiCd and NiMH technologies

RUN TIME

T H E  P O W E R  T O  L I V E  F O R E V E R .

INTERNAL CIRCUITRY
HXP batteries are equipped with a 
current interruption detection system, 
thermal protector and an electronic 
switch to protect battery against 
overcharge and discharge

QUICK RELEASE CHUCK
Easy-to-use chuck accepts a 
wide range of 1/4" hex shank 
bits and accessories

CARBON BRUSHES
Externally accessible for quick
and easy carbon brush replacements

2-STEP SPEED SWITCH
2 different speed settings for
ultimate control

BUILT-IN BIT STORAGE
Driver bits can be stored in the 
integrated holders when not in use BELT HOOK w/ JOB LIGHT

Pivoting, 5-position belt hook 
contains an integrated amber 
LED job light to illuminate the 
work surface

VARIABLE SPEED TRIGGER
Allows for various speeds, increasing 
control and power output

SQUARE DRIVE
WR18DL features
a 1/2" square drive

LIGHTWEIGHT & COMPACT
Reduces user fatigue and improves manageability

3.0AH LI-ION BATTERY
Providing more power and extended 
run time between charges
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BACKWARDS COMPATIBLE

Those who already own and use Hitachi 18 volt DMR or DVF3 series 
cordless tools can invest in Hitachi’s Lithium-Ion line and use the HXP 
battery in their new or older Hitachi models. This prevents users from 
having to purchase and invest in a whole new platform with unique 
voltages that are independent of anything else they own.

SPEED SETTINGS

Unique 2-step speed switch 
lets the user select between 
Power Mode (0 – 2,600 RPM) 
or Save Mode (0 – 2,000 RPM) 
for ultimate control based on 
the application.

BELT HOOK

Convenient 5-position belt 
hook features an integrated 
amber LED job light perfect 
for eliminating shadows.

LIGHTWEIGHT

Designed to feel like a 
12 volt while experiencing 
the power of an 18 volt, 
reducing user fatigue and 
improving manageability 
without sacrificing power.

LENGTH OF LIFE

HXP batteries have a recharge 
life of approximately 1,300 to 
1,500 times as opposed to an 
average of 500 times for NiCd 
or NiMH batteries.

COOL FLOW

Hitachi's patented Cool 
Flow system provides a 
steady stream of air to 
the 2-piece motor. This 
internal cooling system 
allows Hitachi impacts to 
run longer by minimizing 
the risk of burnout.

OVERCHARGE 
AND DISCHARGE 
PROTECTION

Circuit technology featured 
in the battery and universal 
charger prevents the battery 
from losing full power when 
in use and overheating when 
charging, ensuring a full 
charge each time.
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Introducing the Hitachi Lithium-Ion Family

Specifications

DB3DL
3.6 Volt Li-Ion Screwdriver

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/4" Hex
No-Load Speed  . . . . . . . . . . . . . . . . 200/600 RPM
Max Torque  . . . . . . . . . . . . . . . . . . . . . . . 44 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.5
Charge Time  . . . . . . . . . . . . . . . . . . . . . . . .30 min
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.9 lbs

Kit Includes

KC18DAL
18 Volt Li-Ion 3-Piece Combo Kit

Hammer Drill . . . . . . . . . . . . . . . . . . . . . . . DV18DL
Recip Saw . . . . . . . . . . . . . . . . . . . . . . . . . CR18DL
2-Mode Lantern. . . . . . . . . . . . . . . . . . . . . UB18DL
Universal Charger  . . . . . . . . . . . . . . . . . . . UC8YRL
2 Li-Ion Batteries. . . . . . . . . . . . . . . . . . . . EB1830
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0

Specifications

WR18DL
18 Volt Li-Ion Impact Wrench

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . .1/2" Square
No-Load Speed  . . . . . . . . . . . . . . . 0 – 2,600 RPM
Impact Rate . . . . . . . . . . . . . . . . . . . 0 – 3,200 IPM
Max Torque  . . . . . . . . . . . . . . . . . . . . .1,950 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5 lbs

Specifications

DS18DL
18 Volt Li-Ion Driver Drill

Chuck Size  . . . . . . . . . . . . . . . . . . . . 1/2" Keyless
Multi-Stage Clutch. . . . . . . . . . . . . . . . . . . . . . . 22
No-Load Speed  . . . . .0 – 200/400/900/1,800 RPM
Max Torque  . . . . . . . . . . . . . . . . . . . . . . 560 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.6 lbs

Specifications

WH18DL
18 Volt Li-Ion Impact Driver

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/4" Hex
No-Load Speed  . . . . . . . . . . . . . . . 0 – 2,600 RPM
Impact Rate . . . . . . . . . . . . . . . . . . . 0 – 3,200 IPM
Max Torque  . . . . . . . . . . . . . . . . . . . . .1,330 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.5 lbs

Specifications

DV18DL
18 Volt Li-Ion Hammer Drill

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . 1/2" Keyless
No-Load Speed  . . . . .0 – 200/400/900/1,800 RPM
Impact Rate . . . . . . . . . . . . . . . . . . 0 – 21,000 IPM
Max Torque  . . . . . . . . . . . . . . . . . . . . . . 570 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.9 lbs

Other Hitachi 18 Volt Cordless Tools Available

Specifications

DS18DMR
18 Volt Driver Drill

Chuck Size  . . . . . . . . . . . . . . . . . . . . 1/2" Keyless
Multi-Stage Clutch. . . . . . . . . . . . . . . . . . . . . . . 22
No-Load Speed  . . . . . . . . . . . . 0 – 400/1,600 RPM
Max Torque  . . . . . . . . . . . . . . . . . . . . . . 550 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.73 lbs

Specifications

WH18DMR
18 Volt Impact Driver

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1/4" Hex
No-Load Speed  . . . . . . . . . . . . . . . 0 – 2,600 RPM
Impact Rate . . . . . . . . . . . . . . . . . . . 0 – 3,200 IPM
Max Torque  . . . . . . . . . . . . . . . . . . . . .1,330 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.4 lbs

Specifications

WR18DMR
18 Volt Impact Wrench

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . .1/2" Square
No-Load Speed  . . . . . . . . . . . . . . . 0 – 2,600 RPM
Impact Rate . . . . . . . . . . . . . . . . . . . 0 – 3,200 IPM
Max Torque  . . . . . . . . . . . . . . . . . . . . .1,950 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.4 lbs

Specifications

DV18DMR
18 Volt Hammer Drill

Drive  . . . . . . . . . . . . . . . . . . . . . . . . . 1/2" Keyless
No-Load Speed  . . . . . . . . . . . . 0 – 400/1,800 RPM
Impact Rate . . . . . . . . . . . . . 0 – 4,800/21,600 IPM
Max Torque  . . . . . . . . . . . . . . . . . . . . . . 550 in-lbs
Battery Ah . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3.0
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.0 lbs


